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3W - 12 Vdc - 324 lm

Incasso in termoplastico stampato con MID-POWER LED.
Indicato come illuminazione primaria per piccoli ambienti, 
di complemento e per arredi. Installabile in ambienti interni. 
• Montaggio con molla.
• Diffusione Full Light.
• Alimentazione: 12Vdc
• Cavo: cm. 150 + PLUG
COLLEGARE IN PARALLELO

Turned aluminium printed recessed spot with MID-POWER LED. 
It is suitable as main lighting for small locations, as complement 
or as furnishings lighting. It can be installed on indoor locations. 
• Spring assembly.
• Full light diffusion.
• Power supply: 12Vdc
• Cable: cm. 150 + PLUG
CONNECT IN PARALLEL

GIORDAN LD 
F01LD.

Plafone in termoplastico stampato con MID-POWER LED.
Indicato come illuminazione primaria per piccoli ambienti, 
di complemento e per arredi. Installabile in ambienti interni. 
• Montaggio con viti a scomparsa.
• Diffusione Full Light.
• Alimentazione: 12Vdc
• Cavo: cm. 150 + PLUG
COLLEGARE IN PARALLELO

Printed Thermoplastic ceiling spot with MID-POWER LED. 
It is suitable as main lighting for small locations, as complement 
or as furnishings lighting. It can be installed on indoor locations. 
• Hidden springs assembly.
• Full light diffusion.
• Power supply: 12Vdc
• Cable: cm. 150 + PLUG
CONNECT IN PARALLEL

GIORDAN LD PLAFONE  
F01LDD.

Prodotto GIORDAN LD + Finitura alluminio + Vetro trasparente + Colore led 3000°K = Codice: FO1LD.7TBC

DIMENSIONI / DIMENSIONS
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F01LD. F01LDD.

ACCESSORI / ACCESSORIES

CODICI BASE / BASE CODES

F01LD.
F01LDD.

1 Bianco / White
2 Nero / Black
4 Bronzo / Bronze
6 Cromo lucido / Polish chrome
7 Alluminio satinato / Satin aluminum
9 Oro lucido / Polish gold

FINITURE / FINISHINGS COLORE LED / LED COLOR POTENZA / POWERVETRO / GLASS

T  Trasparente
    Transparent

O  Opalino
     Opaline

Ø70

Alimentatori pag. 258
Drivers page 258

Sistema di connessione rapida pag. 271
Quick connection system page 271

BN 4000°K
BC 3000°K
CC 2700°K
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